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MANUAL NGEFLASH TP-LINK WA5210G MENJADI UBIQUITY NANOSTATION 2

Perlu diingat !!!

Selama proses upgrade tidak boleh dimatikan radionya atau ada ganguan
listrik karena akan menyebabkan radio anda tidak dapat dipakai lagi.
Kegagalan karena diatas dan dalam proses flashing ini kami tidak
bertanggungjawab.

4+ Setting IP komputer, sama dengan subnet IP Radio TP-LINK WA5210G .

4 Default IP radio TP-LINK WA5210G : 192.168.1.254.

4+ Reset ke Default jika ipnya sudah berubah.

i Control Panel\Nztwork and Intemet\Network Connections IR

+ 5,- v Cortrol Panel + Metwork andInternet 1 Metwork Connections v O

File Edii Vew Tools Advanced Help
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+ Pastikan koneksi ke Radio lancar dengan cara ping ke IP
Address Radio. Ping 192.168.1.254 —t.

=} C\Windows\system32\cmd.exe - ping 192.168.1.254 -t = =

Lrom 178, B Einc {ilma TIL-G4
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From 192 4 t time<lms TI
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%+ Jangan dilanjutkan jika diping belum bisa.!!

+ Exstrak pogramnya yang ada di blog pakai winzip atau winrar ke Hardisk atau USB
Flash Disk untuk dipakai diclient.

4 Jalankan programnya, <@ ProghZ10
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Welcome

TLAWARZI0G paran

Programming process

TP-Link - Ubiquiti
ver 0.2 beta
email WaATS1 0N Egmail com

VIVIFIIFI VIFIIED ‘welcome to the program to change the fimware of your access points TLAWASZ10G.
MmN NN

A ion! Program develop are not responsible for its use and non-use, as well as the
WA R761194169925 consequences that may anse from the use of non-onginal firmware [eg. failure of the indicator,
‘Yandex 41001711878350 the absence of some modes. you can not change the polarization of antennas. high or low

power, the failure of a ransmitter, etc_).
All the actions you perform at your own risk!

IF you still wish to proceed - click Nest.

ing 192.168.1. D
ﬁiw?emi&-u?” update WASZ10G | Lanzanu| FyRouternet| 727977972 79772 Next 55 Quit

Klik Next

Welcome | [ Begin |

Welcome
TLWAS210G parametres

Programming process

TP-Link - Ubiquiti
ver 0.2 beta
email: WaA7H1 ON@agmail com

NI
I
WA R761134169325
Yandex 41001711878350

ping 192.168.1.20: Down P
ping 192.168.1.254: Up tew <<

Klik Next
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4+ Kemudian klik Check Host, pastikan host ditemukan

Welcome | Begin IParams

Welcome e
ount
TLAWAS2106 paramelres Enter hostname / 1P |192.168.1.254 Idemo
Programming process Enter usemame Iacinin Passward |demn
Enter the password Iacl'nin S | Check account I
TP-Link - Ubiguiti :
ver 0.2 beta << Klik Check Host QUL R G S
b Hast ONLIME (0 me).
emaill. rreall, COom
l MAC addr - DB:ED-40:A1-22-88 TIEC 00T STIOW CONeC, Server status unknown
Usemame/password validatiosd‘ |‘:'B'E‘d'4c'”“a‘I 3268 Request MAC activation from server
TP-Link TLAWAS21 DE/ |md5
1IN N mdSlengthnot 32 md5 for this MAC not found in DB
rrrkerrrrrerkerreyl
/ md5 not valid for this mac
WA R761194163525

‘Yandex 41001711878350 / Read MAL from DB | Stare MAC to DB

/ [~ Make Wireless Access Point / Clent S510; UBNT

b flename: [N§ 2402 Zig_2117 Chert_UBNT bi .
ping 192.168.1.254: Up ’ I b 0. S -bin Prev << I Next 3 it

<+ Masukan Mac Address di kolom Mac Addr show Correct dan masukan md5 dikolom
md5

Welcome | Begn | | Params |
Welcome -
1681, count
TL\WAB2106 paramelres Btk apksme i 192:166.1. 254 =
Programming process Enter usemame admin Pagsword 1demo
Enter the password |admin S;ave] Check. account |

TP‘Lmk o U quUIh Check host |
ver 0.2 beta —l Amount of activation: ?
AT e Host OMLIME (0 ms]

email gmail.com
MAC addr - DESD-AC:AT :32531(_ Mac addr show cormect Server status unknown
Usemame/password validation MAC € activation from server |
TP-Link TL-W&5210G

MD5
L mds length 32 e for this MAC. not found in DB
I TN

mdS may be VALID far this mac
WhR R761194169325

‘Yandex 41001711878350

Store MAC to DB |

[~ Make Wireless Access Paint / Client 551D: LENT
filename: [NS2v402Zig_2117-Client_UBNT bin Prev << | Net >> | Quit |

ping 192.168.1.20: Down
ping 192.168.1.264: Up

Silahkan Request MAC dan MD5 Melalui SMS Gateway Kami (Gratis)
1 Nomor HP = 1 Request
Format SMS dan Nomor Tujuan Ada di Blog

Kemudian klik Next
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‘welcome | Begin | Farams ||Progless |

Welcome
TLAWASZ10G parametres

Frogramming process

TFP-Link - Ubiguiti
wver (.2 beta
email: WATE1 0N Egmail. com

FIITIIIIT NI

WA R761134163325
‘andex 41001711878350

ping 192.168.1.20: Down
ping 192.168.1.254: Lp

Flash 71 | [

4+ Kemudian klik Flash, amati prosesnya sampai selesai

+-Dibutuhkan waktu 5-15 Menit utk Proses ini

4 Diusahakan menggunakan UPS atau diusahakan Listrik tidak ada masalah,
jika listrik tiba-tiba padam, maka TL-WA5210G bisa dipastikan Gagal
upgrade dan tidak bisa digunakan

‘Welcome Begin Params Progress|

‘welcome
TLwWaAS210G parametres

Checking host 192.168.1.20 online... Ok Host down.
Generating bootloader + flash dump ...

Boatloader readed... Ok.

Base DUMP file readed... Ok. Ok.

Checking host online... Ok [Oms].

Programming process

i ! DON'T POWER OFF your TLAWAS210GH!
ink - Ubiquiti

4 Sending bootloader via hitp... Sentl ‘Wait 3 sec..
wer 0.2 beta Send command to flash bootloader... Ok.
i AT ko Wait fot host 192.168.1.254 down._. Ok.
Tk eI e DN \/aiting for 1921681 20 UP _ Ok

Sending prepared DUMP via thp... Ok,
Waiting for host 192.168,1.20 down .. Ok,

‘Waiting for upgraded TP-WAB210G in NanoStation 2 is UP @192.168.1.20 ...

TN IR
I NN

WA R761134169925
“andex 41001711878350

ping 192.168.1.20: Down e
ping 192.168.1.254: Down :
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+ Harus tunggu sampai ada Congratulation seperti dibawah.

TL-WA5210G reprogrammer

‘Welcome = Begin

o Checking host 132.168.1,20 online... Ok, Host down,
TLAWASZ0G 1 Generating bootloader + flash dump ...

Sl Bootloader readed... Ok.
Programming process Base DUMP file readed... Ok. Ok

Checking host online... Ok [Dmz).
DON'T POWER OFF your TLWAS210GH!

TP-Link - Ubiquiti : : ,
Sending bootloader via hitp... Sentl Wait 3 sec..

ver 0.2 beta Send command to flash bootloader... Ok.

Wit fot host 192.168.1.254 down... Ok,

Waiting for 192.168.1.20 UP ... Ok,

Sending prepared DUMP via ttp... Ok,

W aiting for host 192.168.1,20 down ... Ok,

email WATS1ONEgmail con

W aiting for upgraded TPWAS210G in NanoStation 2 is UP @192.168.1.20 ... Donel
Congratulations!
TEXERNN NN

wMR R761134169925
‘Yandex 41001711878350

ping 192.168.1.20: Up ( =
ping 192.168.1.254: Up ui

Lakukan Ping ke 192.168.1.20 ( IP Default dari Produk Ubiquity)

B CAWindows\system32\cmd.exe - ping 192.168.1.20 -t S

192 .168
192.168.

1.2
1.
1.
1.
i.
1.
1.
1.
i.
1.
1.
1.
1.

Jika Reply seperti gambar diatas, maka Proses Flash anda telah berhasil
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4 Setelah selesai masuk ke web 192.168.1.20. id dan password : ubnt

= Lagin

€& @ WIR A eginegiins/

4 Masuk ke system Update Firmware
XS2.ar2316.v4.0.2.WA5210G.SDK.130121.2203.bin
yang disertakan dalam program.

-

J - UBNT: [NanoStation2] - System

6 ~d 192.168.1.20/oystem.cg

S 192.168.1.20/ upgrade.cgi

Y Rdatan
widlivhl
; FIRMWARE UPLOAD

Current Firmware: X52.ar231€.v1.0.2.#a5210g.SDK.121323.2117

Firmwarc Filc: Browes_ Upload

FIRMWARE

HOST NAME

Close this witdow

ADMINISTRATIVE ACCOUNT

Administrator Username

Current Password

New Password

Verify Hew Password

e

tnable Read-Unly Account: [ ] v

Klik Upload



| v UBNT: [NanoStation2] - System |T|

€& @ 192.168.1.20/system.cgi

&0 192.168.1.20/upgrade.cgi

FIRMWARE UPGRADE
Current Firmware Version: X52.ar2316.v4.0.2.wa52100.5DK.121222.2117
Uploaded Firmware Version: X52.ar2316.v4.0.2.WA5210G.50K.130121.2203

FIRMWARE

Firmware Versiol

HOST NAME

ADMINISTRATIVE ACCOUNT

Administrator Username
Current Password
New Password

Verily New Passwour

READ-ONLY ACCOUNT

Enable Read-Only Account: [ ]

Hasil Upload
Setelah itu Klik Upgrade

Perlu diingat !!!

Selama proses upgrade tidak boleh dimatikan radionya atau ada ganguan
listrik karena akan menyebabkan radio anda tidak dapat dipakai lagi.
Kegagalan karena diatas dan dalam proses flashing ini kami tidak
bertanggungjawab.



Fitur Ubiquity Sekarang ada di TL-5210G

— UBNT: [NanoStat on2] - Setup Link

GFoogle P A & B- # ~

€ @ 192.168.120inkcgi  —

Lojout

BASIC WIRELESS SETTINGS

Wirsless Mode: 2 i [ [IMAC Clane
e
s | station WS

Lock to AP MAC: | Access Point
| Access Point WDS

Country Code: rt":ﬁTF’lTEN’CL—_Fl—_‘FI_
IEEE 802.11 Mode: | B/G mixed |v |
Channel Spacteum Width:2l | 20MHz (v Max Datarate: 54Mbos
Channel Shif‘ling:r—?l ’Wedi_\(_
Channel Scan List [ | Enadled [ Ecit...
Output Power, = f——— [tx dBm
Data Rate, Mbps: | 54 [w] [#]4utn

WIRELESS SECURITY

Security: | none ;
Authentication Type: @ Open Shared Kzy

T S Bt W i -]

= UBMT: [ManuSlativn2] - Advancod

G @ 197,168,120/ achrancadl rgi - v Fangle P B & RO~ ¢ ~
Sl

| P Station

LogoLt

ADVANCED

ADVANCED WIRELESS SETTINGS

AirMax Priority: | None |T,
Rate algorithm: | cwra Iz.
Noise Immunity: [ | Enabled
RTS Threshold: W off
g 1on 1 hr W [w] aff
Distance: IT miles (4 km)
ACK Timeoul: (48 [#]Auto Adjust
Multicast Data: [ |Allow All

Multicact Pata, Mbpe: | 1w
Extra Reporting: Enabled
Installer EIRP Calculation: |¥| Enabled

ANTENNA

Antenna Settings: | Vertical | v/




